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We register the applied component based on our confirmation of its conformity to the
requirements for registration as the result of our assessrnent according to the regulations for
components registration of JET certification as follows:

Ët*n :

The date of registration:

Ëtfi*Ë:
Registration number:

ätilrylã.ËØÃfrr,&.t-ílÈffi :

The name and address of the
reg i stration rec i p ie nt :

ËtfrÊßffiå :

The registered com ponent:

Ët*Ët!fro)flã:
Model number of the registered
component:

Êffi#:
Rating, etc.:

ëffiä'rt :

M ethod of registration :

$liËrt*ø*#ß&$Èffi :

Tha manufacturing factory and
ifs address:

December 3, 2O21

1625-C4304-336
STAUBLI ELECTRICAL CONNECTORS AG

STOCKBRUNNENRAIN 8 4123 ALLSCHïIIL SITITZERLAND

Connectors for D0-appl ication in photovoltaic systems

See appendix sheets

See appendix sheets

Type for Component Manufaoturer

(Factory ldentif ication No. :1625-C43b)

STAUBLI ELEGTRICAL CONNECTORS AG

STOCKBRUNNENRAIN 8 4123 ALLSCHWIL SITITZERLAND
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iÊHË'dffiË¿F :
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See appendix sheets
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APPENDIX TO REqISTRATION
Appendix No.: 2- 1 - 16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLT ELECTRICAL CONNECTORS AG

stered information
Model number nam 2

Model number (Type) PV-KST4-EV O 2/ 2,51-U R and
PV-KBT4_EVO 2/2,5I-UR

Rated current 394
Rated voltage DC 1 500V
Rated impulse voltage 1 6kV
Polluton degree 3
Degree of protection by enclosure 1P65,/1P68(1 m/ th)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (l-lf) -4O'C
Maximum ambient temperature 85 "C

Type of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternatively an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer äccessible parts
RTE/RTI or TI of inner parts
keeping active parts in posítion

Locking device Available

Other
(Special certification requirements)

Cable (4.7-6.4mm $ 2.5mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50619
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD
(H1Z2Z2-K 4mm2) IEC62930/EN506 1 I
4.Kunshan Byson Electronics (8326(H1ZZZ2-K)

mm2) IEC62930/EN50618 and S-mark
5.Ku nshan Byson Electron ics 8328(H1Z2Z2-K)
6mm2) tEC62ggO/8N50618 and S-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRÍC WIRE CO.,LTD. (JS4T55O-

2r^c.cmm / ù-marK
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-2-16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Resi stered informati on

Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2 / 2,511-U R and
PV-KBT4-EVO 2,/2,5II-UR

Rated current 394
Rated voltase DC 1 500V
Rated impulse voltage 1 6kV
Polluton degree 3
Deeree of protection bv enclosure 1P65,/1P68(1m/lh)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 'C

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternatively an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or Tf of inner parts
keeping active parts in position

Locking device AVailable

Other
(Special certification requirernents)

fc.ut" (6.1-8.4mm þ 2.5mm2)
i l.Staubli Electrical Connectors (rrcx-sol--
EVO-DX 2.5, 4,6, 10mm2) lEC62ggO/8N50618
2.Staubli Eleotrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293o/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD
(H1Z2Z2-K 4mm2) IECO293o/EN506 1 I
4.Kunshan Byson Electronios (E.326(H1 Z2Z2-K)
4mm2) t1c62g30/FN50018 and S-mark
S.Kunshan Byson Eleotronics (8328(H1Z2Z2-K)

6mm2) IEc6293o/EN50618 and S-mark
6.YUKITA ELECTRIC WIRE CO,,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-3-16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information
Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2/ 2,5X-UR and
PV-KBT4-EVO 2/2,5X-UR

Rated current 39A
Rated voltage DC 1 500V
Rated impulse voltage 1 6kV
Polluton degree 3
Degree of protection bv enclosure IP65,/IP68 '1m,/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 þ

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,Do not disconnect under load",
alternativelv an adequate warnins notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
( Special certification requirements)

Cable (5.9-7.3mm S 2.5mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) lEC62g3o/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/EN50618
3.SIP FOLLEX NEW MATERLAL CO.'LTD
(H1Z2Z2-K 4mm2) IEC62930/EN5o6 1 I
4.Kunshan Byson Electron ics (8326(H1 Z2Z2-K)
4mm2) IEo62930/EN50618 and S-mark
S.Kunshan Byson Electronics G328H1ZZZ2-K)
6mm2) tEc6293o/EN50618 and s-marlt
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO'LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No,: 2-4-16
The date of registration: December 03,2021
Registration numben 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

information
Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2/ 6l-UR and
PV_KBT4-EVO 2/6I-UR

Rated current 45A,/53A
Rated voltace DC 1 500V
Rated impulse voltage 1 6kV
Polluton desree 3
Degree of protection by enclosure 1P65,/1P68('lm/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 1 5"C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 þ

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols 

"Do 
not disconnect under load",

alternatively an adequate warning notice
Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in pos¡tion

Locking device Available

Other
( Special certification requirements)

Cable (4.7-6.4mm $ +/amm2)
l.Staubli Electrical Connoctors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/8N50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5,4,6, 10mm2) IEC62930/EN5o6Í I
3.SIP FOLLEX NEW MATERIAL GO.,LTD
(H1Z2Z2-K 4mm2) 1EC62930/EN506 1 I
4.Kunshan Byson Electroni cs (F.326(H1 Z2Z2-K)
4mm2) IEo62930/EN50618 and S-mark
S.Kunshan Byson Electronics G328H1Z2Z.2-K)
6mm2) l1c62g3o/8N50618 and s-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O_

01 3.5mm2) S-mark
7.YUK]TA ELECTRIC WIRE CO.,LTD. (JS4T55O_

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-5-16
The date of registration: December 03,2021

Registration number: 1625'C43O4-336
The name of the resisteration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information
Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2/ 6ll-UR and
PV-KBT4_EVO 2/6II-UR

Rated current 45.A,/53A
Rated voltace DC 1 500V
Rated impulse voltase 1 6kV
Polluton decree 3
Desree of orotection bv enclosure lP65/1P68(1m/1h)

Lowest and upper temperature
Upper limiting temperature (ULT) 1 1 5"C

Lower limiting temperature (LLT) -4O"C
Maximum ambient temperature 85 þ

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternativelv an adequate warning notice

Available

Polarity of connector None

RTE/RTI or Tf of
outer accessible parts
RTE/RTI or TI of inner parts
keepins active oaÉs in oosition

Locking dévice Available

Other
( Special certification requirements)

Cable (6.1-8.4mm þ +/6mm2)
l.Staubli Electrioal Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC6293o/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5,4,6, 1Omm ') rcozggo/ENooolB
3.SIP FOLLEX NEW MATERIAL CO'LTD
(Hlzzzz-K 4mm2) IEC62930/EN506 1 I
4.Kunshan Byson Electronics G320,(H1ZZZ2-K)

4mm2) IEo62930/EN50618 and s-mark
S.Kunshan Byson Electronics (8325(H1 Z2Z2-K)

6mm2) IEc62930/EN50618 and S-mark
6.YUKÍTA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-6-16
The date of regístration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Resi stered i nformation
Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2/ 6X-UR and
PV-KBT4-EVO 2/6X-UR

Rated current 45A,/53A
Rated voltase DC 1 500V
Rated imoulse voltaEe 1 6kV
Polluton degree 3
Degree of protection by enclosure 1P65,/1P68(1m/ th)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"0

Lower limiting temperature (LLT) -4O"C
Maximum ambient temperature 85 "C

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternativelv an adequate warnins notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible paÈs
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
( Special certification requirements)

Cable (5.9-7.3mm þ Uïmmz)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293o/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD

(H1Z2Z2-K 4mm2) IEC6293o/EN506 1 I
4.Kunshan Byson El ectronics G326(H1Z2Z2-K)
4mm2) 1Eo62930/EN50618 and S-mark
S.Kunshan Byson Electronics (8328(H1Z2Z2-K)

6mm2) IEo62930/EN50618 and s-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
7.YUK¡TA ELECTRIC WIRE GO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-7 -16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipienù STAUBLI ELECTRICAL CONNECTORS AG

Reei stered i nformation
Model number (Series name) MC4-EVO 2

Model number (Tvpe) PV-KST4-EV O 2/ 1 0lIl-U R and
PV-KBT4-EVO 2/1o[.UR

Rated ourrent 69A
Rated voltaee DC 1 500V
Rated imoulse voltase 1 6kV
Polluton degree 3
Degree of protection by enclosure 1P65./1P68(1r.:.,/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limitins temperature (LLT) -4O'C
Maximum ambient temperature 85 rc

Tvpe of terminals Crimped connections
Connectable conductors Flexible

Symbols ,,Do not disconnect under load",
alternatively an adequate warnins notice

Available

Polarity of connector None

RTE/RTI or TI of
outer äccessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
( Special certification req uirements)

Cable (6.1-8.4mmÓ 10mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) ¡EC62930/EN50618
2.Staubli Electrical Gonnectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293o/EN50618
3,SIP FOLLEX NEW MATERIAL CO.,LTD
(Hlzzz2-K 4mm2) I8C62930/EN 506 1 I
4.Kunshan Byson El ectronics (8326(H1 Z2Z2-K)

4mm2) IEo62930/EN50618 and S-mark
S.Kunshan Byson Electronics (E328(H1Z2Z2-K)

6mm2) IEo62930/EN50618 and s-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mad<
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-8- 16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient: STAUBLI ELECTRICAL CONNECTORS AG

Re gi stered information
Model number (Series name) MC4-EVO 2

Model number (Type) PV-KST4-EV O 2 / 1 0X-UR and

PV-KBT4-EVO 2/1OX.UR
Rated current 69A
Rated voltage DC 1 500V
Rated impulse voltage 1 6kV
Polluton degree 3
Degree of protection bv enclosure 1P65,/ïP68 1m/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -4Oþ
Maximum ambient temperature 85 oC

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternativelv an adequate warnins notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or T[ of inner parts
keeping active parts in position

Lockins device Available

Other
(Special certification requirements)

Gable (5.9-7,3mm@ lOmma)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2.Staubl i Electrical Connectors (FLEX-SOL-

EVO-TX 2.5. 4,6, 10mm2) IEC6293o/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD
(H1Z2Z2-K 4mm2) lF¡A62ggO/5¡N506 1 I
4.Ku nshan Byson Electronics (eSZA(nt ZZZT-K)

4mm2) lEc62ggo/EN50618 and s-mark
S.Kunshan Byson Electron ics (8328(H1 ZLZT-K)
6mm2) IE062930/EN50618 and S-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-9- 16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTR¡CAL CONNECTORS AG

Registered information
Model number (Series name) MC4-EVO 2A

Model number (Type) PV-KST4-EY Q 2A/ 2,51 and
PV-KBT4-EVO 2A/2,51

Rated current 394
Rated voltase DC 1 500V
Rated impulse voltase 1 6kV
Polluton desree 3
Desree of protection bv enclosure tP65./ïP68 1m/1}l.)

Lowest and upper temperature
Upper limiting temperature (ULT) 1 1 5"C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 "C

Type of terminals Crimped connections
Connectable conductors Flexible
Symbols,Do not disconnect under load",
alternatively an adeeuate warning notioe

Available

Polarity of connector None

RTE/RTI or Tf of
outer acoessible parts
RTE/RTI or TI of inner parts
keepins active parts in position

Locking device Available

Other
(Special certification requirements)

Cable (4.7-6.¿mm S 2.5mmz)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) 1EC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/EN50618
3.SIP FOLLEX NEW MATERIAL CO.'LTD
(Hlzzzz-.K 4mm2) IEc629g0/EN506 1 I
4.Kunshan Byson Electronics (G326(H1Z2Z2'K)

4mm2) lEC62ggO/EN50618 and S-mark
S.Kunsha n Byson Electronics G328U1 Z2Z2-K)

6mm2) IEO62930/EN50618 and S-mark
6.YUKITA ELECTRIC WIRE CO.,LTD, (JS4T35O-

01 3.5mm2) S-mark
T,YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-1O-16
The date of registration: December 03,2021
Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information
Model number (Series name) MC4_EVO 2A

Model number (Type) PV-KST4-EVQ 2A/2,5X and
PV-KBT4-EVO 2A/2,5X

Rated current 39A
Rated voltase DC 1 500V
Rated impulse voltage 1 6kV
Polluton desree 3
Degree of protection by enclosure 1P65,/1P68('lm,/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 1 5'C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 þ

Tvpe of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternativelv an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
( Special certifi cation requirements)

Cabfe (5,9-7.3mm ö 2.5mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2,Staubli Electrical Gonnectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293O/EN50618
3.SIP FOLLEX NEW MATERIAL CO'LTD
(H1Z2Z2-K 4mm2) [EC62930/EN506 1 I
4.Kunshan Byson Electronics (E326(H1 Z2Z2-K)

4mm2) IEC62930/EN50618 and S-mark
S.Kunshan Byson El ectronics G32S(H1Z2Z2-K)
6mrn2) IEC62930/EN50618 and S-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO'LTD, (JS4T55O_

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2- 1 1 '1 6
The date of registration: December 03,2021

Registration number: 1625-C43O4-336
The name of the registeration recipienù STAUBLI ELECTRICAL CONNECTORS AG

Re gistered i nformation
Model number (Series name) MC4-EVO 2A

Model number (Tvpe) PV-KST4-EVO 2A,/2,511 and
PV-KBT4_EVO

Rated current 394
Rated voltase DC 1 500V
Rated impulse voltase 1 6kV
Polluton decree 3
Desree of protection bv enclosure 68 j m/1h)tP65,/lP

Lowest and upper temperature
Upper limiting temperatu re(ULT) 1 15"C

Lower limiting temperature (Ulf) -40þ
Maximum ambient re85þ

Tvpe of terminals Crimped connections

Connectable conductors Flexible

Symbols ,,Do not disconnect under load",
alternatively an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
(Special certification requirements)

Cable (6.1-8.4mmÓ 2.5mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5. 4,6, 10mm2) IEC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293o/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD

(H1Z2Z2-K 4m m2) ¡EC62930/EN506 1 I
4.Kun shan Byson Electronics (egZAHtZzZ2'K)

4mm2) l1c62gga/EN50618 and S-mark
5.Ku nshan Byson Electronics (8328(H1Z2Z2-K)

6mm2) IEG62930/EN50618 and s-mark
6,YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-12-16
The date of registration: December 03,2021

Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered i nformation
Model number (Series name) MC4-EVO 2A

Model number (Tvpe) PV-KST4-EYQ 2A/61 and
PV-KBT4-EVO 2A16I

Rated current 45A,/53A
Rated voltase DC 1 500V
Rated impulse voltase 1 6kV
Polluton deEree 3
Desree of protection by enclosure 1P65/lP68(1 m,/ th)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 1 5"C

Lower limiting temperature (LLT) -4O'C
Maxirnum ambient g5 "c

Tvoe of terminals Crimped connections

Connectable conductors Flexible

Symbols "Do 
not disconnect under load",

alternatively an adequate warning notice
Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
(Special certification requirements)

Cable (4.7-6.¿mm $ +/ømm2)
l.Staubli Electrical Connectors (frcX-SOl-
EVO-DX 2.5, 4,6, 10mm2) IECô2930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC6293o/EN50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD

(H1Z2Z2-K 4mm2) IEC62930/EN506 1 I
4.Kunshan Byson Electronics G326(H1 Z2Z2-K)

4mm2) IEoô2930/EN50618 and s-mark
S.Kunshan Byson El ectroni cs (E32SH1 Z2Z2-K)

6mm2) l1c62ggo/8N50618 and s-mark
6.YUKITA ELECTRIC WIRE CO'LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
AppendixNo.: 2-13-16
The date of registration: December 03,2021

Registration number: ',625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information

Model number (Series name) MC4-EVO 2A

Model number (Type) PV-KST4-EVO 2Al6X and
PV-KBT4-EVO 2Al6X

Rated current 45A./53A
Rated voltage DC 1 500v
Rated impulse voltage 1 6kV
Polluton degree 3
Degree of protection by enclosure 1P65,/1P68 j m/ th)

Lowest and upper temperature
Upper limiting temperature

Lower limiting temperature
(uLT) 1 15"C
(u-r) -4O"c

Maximum ambient temperature 85 "C
Tvpe of terminals Crimped connections

Connectable conductors Flexible

Symbols ,,Do not disconnect under load",
alternativelv an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or Tl of inner parts
keeping active parts in position

Locking device Available

Other
(Special certification requirements)

Cable (5.9-7.3mmÓ 4/6mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/8N50618
3.SIP FOLLEX NEW MATERIAL CO.,LTD

(H1Z2Z2-K4mm2) IEC62930/EN5o6 1 I
4.Kunshan Byson Electronics G326(H1Z2Z2-K)
4mm2) IEo62930/EN50618 and S-mark
5. Ku n sha n Byson El ectro n í cs (8328(H1 Z2Z2-K)

6mm2) IEo62930/EN50618 and S-mark
6.YUK[TA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKÍTA ELECTRIC WIRE CO.,LTD. (JS4T55O.

01 5,5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-14-16
The date of registration: December 03,2021

Registration number: 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information
Model number (Series name) MC4.EVO 2A

Model number (Type) PV-KST4-EVO 2A16ll and
PV-KBT4-EVO 2A16II

Rated current 45,A./53A
Rated voltage DC 1 500V
Rated impulse voltase 1 6kV
Polluton desree 3
Degree of protection by enclosure 1P65/1P68fi m/ th)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -4O'C
Maximum ambient temperature 85 "C

Tvoe of terminals Crimped connections
Gonnectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternatively an adequate warning notice

Availablo

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
(Special ceÉification requirements)

Cable (6.1-8.4mm þ 4/6mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/EN50618
3.SIP FOLLEX NEW MATERIAL CO,LTD
(H1Z2Z2-K 4mm2) IEC6293o/EN506 1 I
4.Kunshan Byson Electronics (G326(H1Z2Z2-K)

4mm2) IEo62930/EN50618 and S-mark
S.Kunshan Byson Electronics (E32S(H 1 ZZZT'K)

6mm2) IEc6293o/EN50618 and S-mark
6.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mar*
T.YUKITA ELECTRIC WIRE CO'LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2- 1 5- 1 6
The date of registration: December 03,2021
Registration numben 1625-G43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Reeistered information
Model number (Series name) MC4_EVO 2A

Model number (Tvpe) PV-KST4-EVO 2A/10X and
PV-KBT4-EVO 2AI1OX

Rated current 69A
Rated voltage DC 1 500V
Rated irnoulse voltase 1 6kV
Polluton degree 3
Degree of protection by enclosure 1P65./1P68(1m/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -40þ
Maximum ambient temperature 85 'C

Tvoe of terminals Grimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternativelv an adeouate warnins notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
( Special certification requirements)

Cable (5.9-7.3mm ó 10mm2)
l.Staubli Electrical Connectors (FLEX-SOL-

EVO-DX 2.5. 4,6, 10mm2) 1EC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) IEC62930/EN50618
3.SIP FOLLEX NEW MATERIAL CO'LTD
(H1Z2Z2-K 4mm2) lEC62ssO/ 8N506 1 I
4.Kunshan Byson Electronics (E326(Hl ZZZT-K)

4mm2) lEc62ggo/EN50618 and s-mark
5.Ku nshan Byson Electronics G328(H1 ZZZT-K)

6mm2) l1c62g3o/8N50618 and S-mark
6.YUK¡TA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mm2) S-mark
T.YUKÍTA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note



APPENDIX TO REGISTRATION
Appendix No.: 2-16-16
The date of registration: December 03,2021

Registration numben 1625-C43O4-336
The name of the registeration recipient STAUBLI ELECTRICAL CONNECTORS AG

Registered information
Model number (Series name) MC4-EVO 2A

Model number (Tvpe) PV-KST4-EVO 24,/1 0ll and
PV-KBT4-EVO 2Al10il

Rated current 69A
Rated voltase DC 1 500V
Rated impulse voltace 1 6kV
Polluton dearee 3
Desree of protection bv enclosure 1P65,/lP6A(1rn,/1h)

Lowest and upper temperature
Upper limiting temperature(ULT) 1 15"C

Lower limiting temperature (LLT) -4O"C
Maximum ambient temperature 85 "C

Type of terminals Crimped connections
Connectable conductors Flexible
Symbols ,,Do not disconnect under load",
alternatively an adequate warning notice

Available

Polarity of connector None

RTE/RTI or TI of
outer accessible parts
RTE/RTI or TI of inner parts
keeping active parts in position

Locking device Available

Other
(Special certifi cation requirements)

Cable (6.1-8.4mm @ 10mm2)
l.Staubli Electrical Gonnectors (FLEX-SOL-

EVO-DX 2.5, 4,6, 10mm2) IEC62930/EN50618
2.Staubli Electrical Connectors (FLEX-SOL-

EVO-TX 2.5, 4,6, 10mm2) 1EC62930/EN50618
3.SIP FOLLEX NEW MATERI,AL CO.,LTD

(H1Z2Z2-K 4mm2) IEC6 2930/EN506 1 I
4.Kunshan Byson E I ectronics G326H1 Z2Z2-K)

4mm2) IEC62930/EN50618 and S-mark
5.Kunshan Byson Electronics (egZAHt ZZZT-K)

6mm2) IEc62930/EN50618 and S-mark
6.YUKIIA ELECTRIC WIRE CO.,LTD. (JS4T35O-

01 3.5mmz) S-mark
T.YUKITA ELECTRIC WIRE CO.,LTD. (JS4T55O-

01 5.5mm2) S-mark
Note


